
Jig Saws 

Specifications

J-6500VL

Input 240 W
Cutting Capacity  - Wood 50 mm
 - Alminium 10 mm
 - Steel 3 mm
Stroke Speed 3,200 min-1

Overall Dimension 185 x 67 x 184 mm
Weight 1.3 kg

Input 240 W
Cutting Capacity  - Wood 50 mm
 - Alminium 10 mm
 - Steel 3 mm
Stroke Speed 0 ~ 3,200 min-1

Overall Dimension 185 x 67 x 184 mm
Weight 1.3 kg

Input 400 W
Cutting Capacity  - Wood 65 mm
 - Alminium 15 mm
 - Steel 6 mm
Stroke Speed 0 ~ 3,000 min-1

Overall Dimension 205 x 67 x 173 mm
Weight 1.7 kg

Input 400 W
Cutting Capacity  - Wood 65 mm
 - Alminium 15 mm
 - Steel 6 mm
Stroke Speed 0 ~ 3,000 min-1

Overall Dimension 205 x 67 x 173 mm
Weight 1.7 kg

J-500 J-500V J-6500V

Cutting Capacity

- Wood 50 mm
- Alminium 10 mm
- Steel 3 mm

- Wood 50 mm
- Alminium 10 mm
- Steel 3 mm

- Wood 65 mm
- Alminium 15 mm
- Steel 6 mm

- Wood 65 mm
- Alminium 15 mm
- Steel 6 mm

Model WeightOverall Dimension

J-500

J-500V

J-6500V

J-6500VL

1.3 kg

1.3 kg

1.7 kg

1.7 kg

185 x 67 x 184 mm

185 x 67 x 184 mm

205 x 67 x 173 mm

205 x 67 x 173 mm

Stroke Speed

3,200 min-1

0 ~ 3,200 min-1

0 ~ 3,000 min-1

0 ~ 3,000 min-1

Input

240 W

240 W

400 W

400 W

Speed

(Photo :  J-6500V)

Light weight and high power jig saw.
Ergonomic handle and well balanced weight de-
sign ensures fatigue free operation.
Dust extraction feature for comfortable cutting 
work.

*
*

*

Electric speed feature with J-500.
Light weight and high power jig saw.
Ergonomic handle and well balanced weight de-
sign ensures fatigue free operation.
Dust extraction feature for comfortable cutting 
work.

*
*
*

*

Powerful and durable jig saw for professional use.
High power motor with variable speed feature 
and 4-mode orbital action for versatile cutting job.
Tool tilts 45 degrees to right and left for various 
cutting purpose.
Low center of gravity for higher maneuverability.
Optional dust collecting system is available.

*
*

*

*
*

Tool free blade change model of J-6500V.
Powerful and durable jig saw for professional use.
High power motor with variable speed feature 
and 4-mode orbital action for versatile cutting job.
Tool tilts 45 degrees to right and left for various 
cutting purpose.
Low center of gravity for higher maneuverability.
Optional dust collecting system is available.

*
*
*

*

*
*

Speed

Speed



Jig Saws 

Specifications

Input 400 W
Cutting Capacity  - Wood 60 mm
 - Alminium 20 mm
 - Steel 6 mm
Stroke Speed 3,000 min-1

Overall Dimension 230 x 74 x 200 mm
Weight 2.5 kg

Input 400 W
Cutting Capacity  - Wood 60 mm
 - Alminium 20 mm
 - Steel 6 mm
Stroke Speed 0 ~ 3,000 min-1

Overall Dimension 230 x 74 x 200 mm
Weight 2.5 kg

Cutting Capacity

- Wood 60 mm
- Alminium 20 mm
- Steel 6 mm

- Wood 60 mm
- Alminium 20 mm
- Steel 6 mm

- Wood 60 mm
- Alminium 20 mm
- Steel 6 mm

Model WeightOverall Dimension

JS-60A 

JS-60AV

JSE-60A  

2.5 kg

2.5 kg

2.5 kg

230 x 74 x 200 mm

230 x 74 x 200 mm

230 x 74 x 200 mm

Stroke Speed

3,000 min-1

0 ~ 3,000 min-1

1,000 ~ 3,000 min-1

Input

400 W

400 W

400 W

JS-60AVJS-60A

Input 400 W
Cutting Capacity  - Wood 60 mm
 - Alminium 20 mm
 - Steel 6 mm
Stroke Speed 1,000 ~ 3,000 min-1

Overall Dimension 230 x 74 x 200 mm
Weight 2.5 kg

JSE-60A

Powerful and durable jig saw  for professional use.
High power motor and 4-mode orbital action for 
versatile cutting job.
Housing tilts 45 degrees to right and left for vari-
ous cutting purpose.
Aluminium die cast housing for accuracy and dura-
bility.

*
*

*

*

Variable speed and torque control feature model 
of JS-60A.

* Specific variable speed model of JS-60AV.*




